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JAYEM JNA 2060
JOINTING SHEET

Material Description

JAYEM JNA 2060 is a Non asbestos acid grade produced from Aramid fibre
and CSM Elastomer.

Colour
White

M® JNA 2060 [\

Application

Quality grade material with good chemical resistance mainly recommended
for acid and corrosive applications.

TYPICAL PHYSICAL PROPERTIES APPLICABLE FOR THICKNESS 1.5 MM

Description Specification Typical Value
Density ASTM F 1315 gm/cm? 1.60-1.90
Tensile Strength ASTM F 152 N/mm?2(Min) 10
Compressibility ASTM F 36 J % 7-12
Recovery ASTM F 36 J %(Min) 50
Stress Relaxation/Residual Stress BS 7531 Mpa (Min) 22
Gas Permeability BS 7531 ml/min(Max) 1.0
Thickness Increase

H2SO4 96% (18Hrs - 23°C) Max 12

H2SO4 65% (48Hrs - 23°C) Max 8
Ignition Loss ASTM F 495 Max% 35.0

OPERATING PARAMETERS

Peak/Short Term Temperature 300°C
Continuous Temperature 250°C
Maximim Temperature for Steam 210°C
5 ® Maximum P 100 B
3 ® aximum Pressure ar
(]
z Guidelines for application:
9 . . . .
s @ Suitable subject to chemical compatibility.
@ @ Suitable for short term temperature fluctuation or
non critical application.
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Temperature(°C) @ For extreme conditions, consult manufacturer.
SHEET DIMENSION
Available Size 1000 x 1000 mm, 1000 x 1500 mm, 1500 x 1500 mm,1500 x 2000 mm, 1500 x 2250 mm,
1500 x 4500 mm
Thickness 0.30 mm to 5.00 mm
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